






writing, and the Department of Revenue will request a revised proof.  Once the 
revised proof is received from the Department of Corrections, the Department of 
Revenue will mail the proof to the sponsoring organization for approval.  

 
14. Once the organization approves the proof, the Department of Revenue will 

request a metal sample be manufactured by the Department of Corrections. The 
Department of Revenue will deliver the metal sample to the Department of Public 
Safety, so that they may perform daytime and nighttime visibility tests on the 
license plate. If officials of the Department of Public Safety determine that the 
license plate meets reflectivity and visibility requirements, the Department of 
Revenue will contact the organization regarding the findings and proceed to order 
license plates. If the plates do not meet the reflectivity and visibility requirements, 
the Department of Revenue will contact the organization with suggested design 
changes. If the design submitted by the organization is substantially different from 
that approved by the LOC, it may be necessary for the organization to reappear 
before the LOC for approval.  

 
15. Upon final approval of the design, the Department of Revenue will place an order 

with the Department of Corrections. When plates are ready to be shipped to the 
county license plates issuing officials’ offices, the Department of Revenue will 
contact the organization in order that supporters can be notified.  

 
16. Applicants who have purchased pre-commitments will have an unlimited time* to 

return to the county office and receive their license plate. In order to receive the 
plate, applicants must present the original copy of the “Commitment to Purchase” 
application form and tag receipt. County officials will void the old tag receipt and 
print a new one with the new tag type.  

 
17. Once plates are available, anyone who meets the distinctive license plate purchase 

requirements may purchase a new distinctive license plate and pay the required 
additional annual fee.  

 
18. Those persons meeting the distinctive license plate purchase requirements and 

desiring to purchase personalized license plates must pay the required additional 
annual fee.  The county license plate issuing official will issue a 60-day temporary 
cardboard tag, a registration receipt, and month and year validation decals for 
each vehicle registered with a personalized license plate. Once the license plate 
has been manufactured, it will be shipped to the purchaser’s home address. The 
temporary tag shall be displayed in the back windshield of the vehicle until the 
metal plate is received.  

 
* Anyone electing to “redeem” his/her “Commitment to Purchase” form in any month 
other than the designated renewal month should understand that the additional fee will be 
required again at the time of renewal.  
 



ALABAMA DEPARTMENT OF REVENUE
MOTOR VEHICLE DIVISION

P. O. Box 327630 • Montgomery, AL 36132-7630 • (334) 242-9006

Application For A New Distinctive License Plate Category

MVR 32-6-64
5/01

OFFICIAL NAME FOR THE PROPOSED NEW DISTINCTIVE LICENSE PLATE CATEGORY NAME OF THE SPONSORING ORGANIZATION

CONTACT PERSON DAYTIME TELEPHONE NUMBER FAX NUMBER

MAILING ADDRESS

CITY STATE ZIP

I certify that the information listed above is true
and correct, and that I am authorized by the
sponsoring organization to act on their behalf.

SIGNATURE OF AUTHORIZED OFFICIAL FOR THE SPONSORING ORGANIZATION DATE

DISTRIBUTION OF NET PROCEEDS — REQUIRED

LICENSE PLATES WILL BE AVAILABLE TO: (Check appropriate box)

� All Supporters of the Organization

� Members Only. Attach a copy of the membership card or a related document that can be used to confirm membership.

A conventionalized representation of a heart must appear on each license plate. Does the organization want the language “Heart of Dixie” to appear on the plate?
� Yes � No

Does the license plate design contain elements protected by copyrights? � Yes � No
If yes, attach a letter from the organization’s headquarters granting permission to display the copyright element on the Alabama distinctive license plate.

The sponsoring organization must represent all supporters/members throughout the State of Alabama. One license plate design will be accepted for the
organization statewide.

Does the sponsoring organization acknowledge that it represents all supporters/members of the organization throughout the State of Alabama? � Yes � No

� Quantity Class 1 — Select this class if registrations are estimated to be at least 250, but less than 1,000. All distinctive license plates qualifying under this class
will be manufactured using a “Generic Tag” design approved by the Legislative Oversight Committee (LOC). There will be a 3.5” X 2.5” area on the left side of
the license plate where an emblem, slogan or logo design (subject to the approval of the LOC) may be applied to represent the organization.

� Quantity Class 2 — Select this class if registrations are estimated to be 1,000 or greater. All distinctive license plates qualifying under this class may be manu-
factured using the “Generic Tag” or with a unique design for the entire plate (subject to the approval of the LOC) and must meet all license plate design and man-
ufacture requirements of Alabama Law.

*IMPORTANT!  Careful consideration should be given to choosing the correct quantity class. If, after one year from the date of notification of approval by
the LOC, the number of subscribers for a category fails to reach 250 for Quantity Class 1, or fails to reach 1,000 for Quantity Class 2, upon notification by
the Alabama Department of Revenue, the comptroller shall pay the money in escrow to the sponsoring organization and no further consideration for pro-
duction of the proposed distinctive plate shall be made under this application. (See items 6 and 7 on the back of this form.)

( )( )

Give a detailed description of how the net proceeds will be used (type or print):

Address for distribution of net proceeds:

New distinctive license plates shall require standard registration fees plus an additional annual fee of $50.00 to be distributed as follows:
$ 1.25 2.5% commission to issuing official
$ 1.50 Manufacturing costs to the Department of Corrections
$ 1.00 Administrative costs to the Department of Revenue
$ 5.00 Penny Trust Fund
$41.25 Net proceeds to the sponsoring organization

CERTIFICATION

See Reverse Side For Instructions And Other Important Information



NEW GUIDELINES FOR DESIGNING 
ALABAMA LICENSE PLATES 

August 2007 
 
 
The State of Alabama began manufacturing license plates using digital license plate 
technology in September 2006.  This technology permits plates to be manufactured in a 
more efficient manner and both the legibility and visibility of the alphanumerics are 
enhanced for law enforcement purposes.  Due to the use of this new technology, these 
design specifications have been prepared to assist colleges, universities, and 
sponsoring organizations with designing license plates so that the State of Alabama 
manufactures plates in the most efficient manner with limited production downtime.  
Please review the new guidelines carefully before beginning the design process. 
 
PRINTABLE AREA: 
 
The dimensions for the printable area of the license plate are 11.44” X 5.44”.  Please 
ensure that graphics are limited to this area and leave a ¼” perimeter around the tag 
free of graphics. This area is where the metal plates will be handled during the printing 
process. 
 
COLORS: 
 
Designs are limited to four (4) process colors.  A process color is a mixture of  
CYAN, MAGENTA, YELLOW, and BLACK to make one color, but it is done in four 
passes of a press. Please DO NOT submit license plate designs with spot colors.  A 
spot color, such as a PMS color, is mixed in a can and only takes one pass of a press. 
 
Solid colors will result in a better-finished product than screened colors that are made up 
of dots. Please be sure to include a list of your process colors for each element 
contained in the design with the corresponding color codes, e.g. Cyan: XX.  
 
COLOR TRAPPING: 
 
Think Thick!!! 
 
Trap lines are like the thick black lines in children’s coloring books that hold a color 
within a boundary, or where two different colors meet and overlap. Your trap lines need 
to be at least two (2) points thick (the thicker the better). Any line width in your artwork 
must be at least .5 points, or it may not print.  
 
LICENSE PLATE NUMBERS: 
 
Leave a 2.875” X 8.0” area for the license plate numbers.  A maximum of six (6) 
alphanumeric spaces is available based on the license plate design.  License plate 
numbers will be printed in black. 
 
The license plate number area must be free of heavy graphics with the exception 
of a fading gradient dot pattern, or a light colored watermark graphic.  This helps 
to ensure greater legibility for law enforcement. 
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FONTS AND SIZES: 
 
“ALABAMA”  
 
When designing the distinctive license plate, you have a choice of placing the text 
“ALABAMA” at either the top or bottom of the license plate. The typical size for this text 
is 1 inch (72 points). The font size should be very easy to read at a distance of 75 
feet.   
 
COLLEGE, UNIVERSITY, ORGANIZATION, OR MILITARY CAMPAIGN NAME  
 
For legibility purposes, perform the 75 feet sight check on the font selected. The typical 
size of the font for the college/university/organization/military campaign name is ¾” to 1”. 
This text may appear at the top or bottom of the license plate design if Quantity Class 2 
is selected; otherwise, it must appear in the logo portion of the license plate if Quantity 
Class 1 is selected. The text may occupy two lines if placed between the decal spaces. 
 
LOGOS: 
 
For license plate designs in Quantity Class 1, the logo or design shall be located on the 
left side of the license plate.  The maximum size of the logo is 2.5” X 2.5” and will allow 
space for five (5) alphanumeric characters.  License plate designs in Quantity Class 2 as 
well as college, university, and military campaign plates may have the logo or design 
placed on either the left or right side of the alphanumeric portion of the license plate.  For 
license plate designs in Quantity Class 2, the height of the graphics may extend into the 
decal areas, as long as the color does not impact decal visibility. Please be mindful of 
the bolt holes in the metal license plate. 
 
VALIDATION DECAL SPACES: 
 
When designing license plates in the Quantity Class 2 category, please ensure that 
spaces are provided either in the top or bottom corners of the plate for validation decals. 
 
“HEART OF DIXIE” LANGUAGE: 
 
Any college, university, or sponsoring organization that sponsors a personalized or 
distinctive license plate may request that the language “Heart of Dixie” not appear in the 
license plate design. A conventionalized representation of a heart must appear in the 
design as required by state law. 
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DIGITAL LICENSE PLATE DESIGN GUIDE  
 
The following information is provided for digital graphic license plate artwork, design and 
production. 
 
PRINTING CAPABILITIES  
 
To better understand the design process, the digital license plate printing process will be 
explained. The digital license plate printing process is unique and as such, requires 
different design specifications than those used in conventional printing.  
 
 Medium  
 
All digital license plates are printed on 3M reflective sheeting. The sheeting is not as 
dimensionally stable as paper; therefore, stretching may occur. This medium also has 
some limits in thermal transfer graphic printing due to the high heat required to transfer 
the ribbon media to the sheeting.  
 
Registration  
 
Registration of each of the 4 color stations is plus or minus 4.5 mils (.0045) per color. 
The sheeting has a tick mark used for printer registration. The printer uses a Top-Of-
Form (TOF) sensor to read the tick mark and locate the graphic. The registration of the 
printer to the tick mark is plus or minus 5 mils (.005)  
 
Coverage  
 
The coarseness of the sheeting may cause halftones over 75% tint value, to fill in. 
Halftones under 5% tint value may not print at all. Most images are printed at 45-55 lpi 
for optimum coverage and printability, but some images can be printed up to 75 lpi. 
Graduated halftones are especially better at the lower 45-55 lpi. The designer, in certain 
instances, may need to adjust the separation angles, the separation technique and/or 
dot shape to optimize printing of the design. Thin lines less than 1/32 of an inch may 
break up or print unevenly.  
 
Colorants  
 
The colorants used for 3M digital license plate printing are resin ribbons manufactured to 
be UV fade resistant. These ribbons produce colors that are transparent, in order to 
meet reflectivity standards. The digital license plate printing process does not use the 
PANTONE® Color Match System.  
 
DESIGN  
 
Please keep the following parameters in mind before starting any digital license 
plate design:  
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Size 
 
The finished plate size for digital license plates is 12 x 6 inches. Designs for use in the 
United States must fit into an 11.44 x 5.44 inch rectangle, with radius corners sized to 
match the debossing rim in the blanking press. The resulting .28 inch margin is needed 
to ensure acceptable finished license plates, given the requirements of the sheeting and 
the production process. Bolt holes are .3125 inches in diameter.  
 
Line Art  
 
Avoid thin lines under 1/32 of an inch in width. Intricate solid shapes are acceptable; 
however, a loss of detail may occur. Design elements (shapes) smaller than .008 x .008 
inches and/or .008 inches in any dimension, may fail to print.  
 
Color  
 
Typical 4-color designs should be designed and setup using the CMY colors only. The 
1st color station, typically the black color, will usually be used for a separate spot color 
for printing the alphanumerics. While halftones and graduated tones may be used, a shift 
in these tones may result, due to the unique properties of the reflective materials, 
ribbons and printing processes. At a 300 x 300 dpi resolution and a 53 lpi line screen, 
the printer is capable of printing a maximum of 32,768 colors. The actual color palette 
size is somewhat smaller due to limitations of the thermal transfer process and the 
reflective sheeting.  
 
Due to the excessive heat that could be generated by producing plate designs with large 
color fill areas, the graphic design should be limited in the amount of color saturation.  
For best results, the following guidelines and test are suggested:  
 

-     1 Pixel Test - The total tonal value of all colors should not exceed 50%. This 
can be found through Adobe Photoshop. After bringing the design into 
Photoshop, select the bilinear image resample and then reduce the size of 
the image to 1 pixel. Use the magnify tool to enlarge the pixel. Make sure the 
image is in CMYK mode. Place the Magic Wand tool over the pixel and add 
up the % values in the Info box.  If any one color is over 25% or if the total 
coverage is over 50%, the length of a print run could be limited and the life of 
the print heads could be shortened below warranty levels.  The Department 
of Revenue, Motor Vehicle Division, will contact you if this problem is 
discovered with the license plate design. 

 
The designer should seek to balance the use of color in the design across the license 
plate. Designs with color on one side of the plate but not on the other side, or uneven 
color distribution across the plate, could cause ribbon wrinkling during printing.  
 
Graphic Placement and Legibility  
 
Avoid heavy coverage of colorant in the alphanumeric areas. Heavy coverage in these 
areas reduces legibility for law enforcement. Design elements (text and logos) dark in 
color should be spaced at least 1/4 of an inch away from the alphanumerics.  
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Trapping  
 
Because of the transparent properties of the thermal transfer ribbons, trapping between 
colors and halftones is not recommended.  
 
COMPUTER CAPABILITIES  
 
Alabama Correctional Industries (ACI) uses Adobe Illustrator and Adobe Photoshop on 
both Macintosh and PC computers and CorelDraw on PC computers.  
 
Compatibility  
 
ACI accepts Adobe Illustrator files, Adobe PhotoShop files, CorelDraw files and Adobe 
Acrobat files. All placed or parsed bitmap files must be included separately. For Adobe 
Illustrator files, save in the Illustrator 6.0.ai format. For Adobe Photoshop files, save in 
the .psd format. Save files with elements on separate layers and do not flatten before 
saving. For CorelDraw files, save in the .cdr format and for Adobe Acrobat files, save in 
the .pdf format. Include all placed or embedded bitmaps as separate files. All files, in any 
format, must have anti-aliasing and color profiles turned off.  Do not use compression 
software of any kind for vector files.  ACI does not use 3D or CAD software.  Specify 
all fonts used, color call outs, and halftone tint values if halftones are used in the license 
plate design. 
  
ELECTRONIC DESIGN  
 
The following guidelines are for customers sending electronic files. All license plate 
designs are completed in vector form (Adobe Illustrator or CorelDraw).  ACI will accept 
Adobe PhotoShop files or tiff files of scanned or created material. However, the 
resolution cannot be increased. Acceptable disk formats are listed on page 6.  
 
Vector Artwork  
 
Fonts, logos, halftone areas, gradient fill areas, and line art in general, should be 
constructed in a vector drawing program such as Adobe Illustrator or CorelDraw. This 
makes file sizes small and editing, trapping, and color separation easier. For example, 
crisp type produced in a paint program would need to be at 300 dpi resulting in huge file 
sizes.  
 
Convert all fonts to vector form by using Create Outlines or convert text to paths, 
according to whatever vector program is being used, or send the True Type Font used in 
the design on the disk with the design.  
 
Bitmapped Artwork  
 
Bitmapped artwork is any image, such as a traditional illustration that is in pixel form, 
commonly used or created in a paint program such as Adobe PhotoShop or Corel Paint. 
Bitmapped artwork can be successfully incorporated into a license plate design using a 
variety of methods. Again, ACI would prefer the customer send traditional illustrations for 
scanning, clipping path creation, spot color conversion, placing, and color separating. 
ACI can accept scanned or created images from the customer with a resolution of 300 
dpi at 100% size. Do not use any anti-aliasing in Photoshop. This includes tools such as 
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the magic wand, paint bucket, lasso, and marquee tools. Anti-aliasing will only result in a 
blurry image when printed.  ACI will scan halftones for reuse and halftones will be 
recreated.  
 
ACI will scan and convert any line art on paper or stick.  
 
Customers sending in pictures for scanning should keep in mind that photographs and/or 
illustrations from previously printed materials such as books, magazines, and brochures 
will not scan well due to halftone dot patterns. Scanning such material may constitute a 
copyright violation for which the customer, not the State of Alabama, will be held liable. 
Do not send website images or printouts thereof. Website images are typically at the 
lowest possible image quality (8-bit color at 72dpi) and are not usable.  
 
Since color photographs and illustrations will be converted to CMY and one spot color, 
this will limit the number of colors to four. The finished result is basically a compilation of 
monochromatic (single spot color) areas. Save bitmapped artwork in the tiff file format. 
ACI does not recommend image compression. If image must be compressed, use only 
LZW compression. JPEG compression permanently degrades the image.  
 
Please include a hard copy or detailed layout for each design which can be color, black 
and white laser prints, or drawn layouts. Include color call outs, identify the fonts used 
and specify halftone values. This avoids any confusion concerning the design and its 
elements.  
 

SUBMITTING THE DESIGN ON DISK 
 
Please retain a copy of the design for your records as CDs will not be returned to 
the organization. 
 
GRAPHIC DESIGN PROGRAMS: 
 
For best results, use an illustration program such as Adobe Illustrator® or CorelDraw® 
rather than a page layout program such as a PageMaker or Quark. Vector artwork is 
preferred over rasterized (photo) art. 
 
When submitting your design on disk, please save it as an older version of the 
program you are using. This will ensure that ACI designers can open the design. ACI 
currently uses the following design programs: 
 

Adobe Photoshop Illustrator® CS (Mac & PC) 
Adobe PageMaker 6.5 (Mac & PC) 
Adobe InDesign 1.0 (PC) 
QuarkExpress 3.0 (Mac) 
CorelDraw® 8.0 (Mac & PC) 

 
FILE FORMATS: 
 
When submitting license plate designs, please use the following formats: 
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For tag composition                For scanned artwork (logos) 
 
.ai (Adobe Illustrator document)  .psd (Photoshop document) 
.cdr (CorelDraw)               .tif, .tiff (Tagged Image File Format) 
.eps (Encapsulated Postscript)  .bmp (Bitmap) 
                                                                       .jpg (JPEG)  
 
If graphic software or tools are not available and assistance is needed with the license 
plate design, send hard copies of the logo with written instructions regarding the size 
and colors. License plate or decal design proofs will be sent to the organization for 
approval.  
 
Submit the license plate or decal designs to: 
 
Alabama Department of Revenue 
Motor Vehicle Division 
Registration Section 
P.O. Box 327630 
Montgomery, AL 36132-7630 
Phone: (334) 242-9006 
Fax: (334) 353-7846 
Email:  tags@revenue.alabama.gov 
 

mailto:tags@revenue.alabama.gov


 
License Plate Templates 

 
 
The link provided below is intended as an aide if you are using Adobe Illustrator.  It 
contains a template for an automobile and a motorcycle license plate. 
 
 
http://solutions.3m.com/wps/portal/3M/en_US/Traffic_Safety/TSS/Partners_Dealers/LP_
Designers/Digital
 
 



State of Alabama
Department of Revenue

Motor Vehicle Division
P.O. Box 327630 • Montgomery, AL 36132 • (334) 242-9006

Addendum to Applications for a New or Reissued
Distinctive License Plate Category

A. 1. Please indicate in the space provided how the sponsoring organization is organized:

� State agency

� Publicly supported, non-profit, tax-exempt organization as defined under Section 501(c)(3) of
the United States Internal Revenue Code.

� Other: _______________________________________________________________________________

A. 2. The Legislative Oversight Committee for License Plates (LOC), in a meeting held December 3, 2003,
adopted a resolution to require organizations that were issued a distinctive license plate to annually
provide a report to the LOC detailing how the funds received by the organization from the sale of
the license plates were used in the previous fiscal year. Accordingly, the authorized representative
of the organization shall complete the statement below which shall be filed with the application for
a new or reissued distinctive license plate category.

I, ________________________________________________________, certify as the authorized representative for
Authorized Representative

_________________________________________________, that I understand an annual report is required to be
Sponsoring Organization

filed on or before November 15th of each year detailing the expenditure of funds received from the sale of
the distinctive license plates for the previous fiscal year (October 1 - September 30).  In submitting this
application for a new or reissued distinctive license plate, the organization agrees to annually furnish this
information to the clerk of the Legislative Oversight Committee (Alabama State House, Room 625, 11 South
Union Street, Montgomery, AL 36130).

Signature: ________________________________________________ Date: ________________________________

MV: 32-6-64A
6/04



Distinctive License Plate Final Checklist 
 

 
Please use this checklist to ensure that all required information has been included before 
submitting your packet.  
 
Application. 
 
Did you remember to indicate whether/to: 
 
______ The license plates are available to all supporters or members only? 
 
 
______ Include a copy of a membership card or related document, if applicable? 
 
 
______ The organization represents all supporters/members of the organization  
             throughout the State of Alabama?  
 
 
______ Include the W-9 form (the most recent W-9 form may be downloaded at 

http://www.irs.gov/pub/irs-pdf/fw9.pdf)? 
 
 

______  Include a copy of a letter from the IRS stating the organization is non-profit 
 under Section 501(c)(3) of the U.S. Internal Revenue Code? 

 
 
______  Include the Addendum to Applications for a New or Reissued Distinctive 

 License Plate Category form? 
 
 
Design.
 
______ Does the license plate design include a conventionalized representation   
             of the heart?                           
 
   
______ Did you indicate whether the language “Heart of Dixie” is to appear on the  
             license plate? 
 
 
______ Are any copyright protected elements contained in the license plate  
             design?  
               
 
______ If yes, is written permission to have the design appear on Alabama  
             distinctive license plates included? 
 
 
______ Does the design allow for six alphanumeric characters to be printed on  
             the license plate?  Allow approximately eight (8) inches for the  
             alphanumeric characters. 
 
 
______ Have you indicated all font types and sizes, as well as CMY colors, to be used in  
             the license plate design? 
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